
Ezecal MK4
Ezecal MK4 is a highly versatile, high accuracy instrument,
suitable for both simulation and measurement of
thermocouple e.m.f's and also provides a millivolt source of
±99.99mV. When in thermocouple mode it can simulate any
of the B.S. Standard thermocouples over their complete
working range and eliminate the need for "look-up" tables,
cold junction calculations and temperature unit
conversions. Simply set in the appropriate temperature via
the keypad. Temperatures can be in degrees celsius or
farenheit, and C.J.C. can be manual or automatic. EZECAL
MK4 is the ideal instrument for calibration checks on
temperature recorders, indicators and controllers, and, -
used as a millivolt source, - for setting up transducers.

All necessary operations are via a 16 position membrane
type keypad; the easy-to-read display shows temperature,
thermocouple type, cold junction mode and temperature
units.

When a number of instruments of the same type are to be
checked at various points over their range, "LEARN" mode
can be used to "teach" the EZECAL MK4 the required
values. "Recall" selection and the operation of a single key
then selects the appropriate value.

Powered from 4 x AA Nickel/Cadmium rechargeable
batteries the EZECAL MK4 provides up to 20 hours of
continuous use.

EZECAL MK4 includes 240V (optionally 110V) Mains
Charger Unit & Carrying case with cable storage
compartment. It costs considerably less than comparable
specification calibrators.

  Easy To Operate - All operations are via a
    16 position membrane keypad  

  High Accuracy - High measurement
    accuracy for all ranges

  0.1°C Resolution - Simulate/measure to
    0.1°C

  Auto/Manual CJC - User selectable Cold
    Junction Compensation

  Mains Rechargeable - Includes 240V
    mains charger (110V optional)

   
  Includes Carry Case - Smart carrying
    case with cable storage compartment

  Low Battery Prompt - "Battery Low"
    indication when battery voltage falls below
    4.5V




