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Issue No:  MDM25 Order Codes_97227_V1_UK_0814

Sensor Type {Feature B}

Fixed probe FPR

Standard probe SPR

Sword type probe SWPR

Remote high temperature probe, 300mm (1.8”) HTPR300

Remote high temperature probe, 500mm (19.6”) HTPR500

Filter {Feature C}

No fi lter (for sword type probe only) NP

12mm (0.47”) Slotted protection cap black F03

12mm (0.47”) PVDF fi lter F17

12mm (0.47”) PVDF fi lter w/ protection cap black F18

12mm (0.47”) Mesh fi lter w/ protection cap black F22

12mm (0.47") Flat SS sintered dust fi lter F23

12mm (0.47”) Arrow 20 μm SS sintered fi lter F28

19mm (0.75”) Slotted protection cap black F02

19mm (0.75”) PVDF fi lter w/ protection cap black F15

19mm (0.75”) Mesh fi lter w/ protection cap black F21

19mm (0.75”) Arrow 5 μm SS sintered fi lter F25

19mm (0.75”) Arrow 10 μm SS sintered fi lter F26

19mm (0.75”) Arrow 20 μm SS sintered fi lter F27

19mm (0.75”) Foil fi lter 2μm w/protection cap black F40

19mm (0.75”) Oleophobic foil fi lter 0.7μm (w/
protection cap black)

F42

19mm (0.75”) Foil fi lter 1.5μm w/protection cap 
black

F44

MDM25 SPR F17

Base Model {Feature A}

Relative humidity and temperature handheld device MDM25

MDM25 Order Codes
To construct the order code, select the relevant feature from the tables below, starting with the base model, which is {Feature A} and then add on options to create a 
string: {Feature A} + {Feature B} + {Feature C}

Order example: MDM25 + SPR + F17
Relative humidity and temperature handheld device with fi xed probe (comes standard with 3 AA Alkaline batteries) and 12mm (0.47”) PVDF fi lter

Accessories and Spare Parts
19mm (0.75”) slotted protection cap black A000002

12mm (0.47”) Slotted protection cap, black A000003

19mm (0.75”) PVDF fi lter A000014

12mm (0.47”) PVDF fi lter A000017

12mm (0.47”) PVDF fi lter with protection cap, black A000018

19mm (0.75”) mesh fi lter with protection cap, black A000021

12mm (0.47”) Mesh fi lter with protection cap, black A000022

12mm (0.47”) Flat SS sintered dust fi lter A000023

19mm (0.75”) Arrow SS sintered fi lter 10μm A000026

12mm (0.47”) Arrow 20 μm SS sintered fi lter A000028

 

Rubber surround for hand meter case A000400

Carrying case A000401

Batteries (3 AA Alkaline cells) A000402

Fixed probe MDM-FPR

Standard probe MDM-SPR

Sword type probe MDM-SWPR

Remote high temperature probe 300mm (18”) MDM-HTPR

Remote high temperature probe, 500mm (19.6”) MDM-HTPR

You can check your hygrometer with the Control Kit HKC which 
is based on the principle of non-saturated salt solutions. Refer to 
technical data sheet CONTROL KIT

HKC



Thank you for reading this data sheet.

For pricing or for further information, please contact us at our UK Office, using the details 
below.

  UK Office
Keison Products,

P.O. Box 2124, Chelmsford, Essex, CM1 3UP, England.
Tel: +44 (0)330 088 0560
Fax: +44 (0)1245 808399

Email: sales@keison.co.uk

Please note - Product designs and specifications are subject to change without notice. The user is responsible for determining the 
suitability of this product.
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