
VEGAPULS 68

Level measurement for solids

VEGAPULS 68: Application examples

Blast furnace in steel production

Sensor version

Horn antenna with cooling air connection

for nitrogen

Advantages

Â Non-contact measurement

Â Unaffected by dust generation

Â Not influenced by filling noise

Â High dynamic range of the sensor

Â Meas. range up to 70 m

Â Not influenced by temperature

changes

Cement, clinker

Sensor version

Horn or parabolic antennas with

swivelling holder

Advantages

Â Non-contact measurement

Â Unaffected by dust generation

Â No signal loss during pneumatic

filling

Â No mechanical wear of the

sensor

Â Not influenced by filling noise

Â High dynamic range of the sensor

Â Meas. range up to 70 m

Â Antenna cleaning by cooling air

possible
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Coal, coke, ceramic powder

Sensor version

Horn or parabolic antennas with

swivelling holder

Advantages

Â Non-contact measurement

Â Unaffected by dust generation

Â No mechanical wear of the

sensor

Â Not influenced by filling noise

Â High dynamic range of the sensor

Â Meas. range up to 70 m

Â Antenna cleaning by cooling air

possible

Â Dust Ex approval

Cereals, rice in a mill

Sensor version

Horn or parabolic antennas with

swivelling holder

Advantages

Â Non-contact measurement

Â Unaffected by dust generation

Â No signal loss during pneumatic

filling

Â Not influenced by filling noise

Â High dynamic range of the sensor

Â Meas. range up to 70 m

Â Dust Ex approval
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