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Self-supporting air-termination rods with tripod to protect roof-mounted
structures, adjustable to the roof inclination up to max. 10°
The air-termination rods are dimensioned for wind velocities up to 145
km/ and 162 km/h (wind load zone II + III).
The concrete base (Part No. 102 075 or 102 010) and the support plate
(Part No. 102 060 or 102 050) have to be ordered separately.

Components:
– Tubular air-termination rod, tapered Ø22/16/10 mm
– Terminal clamp (rod clamp) for Rd 8-10 mm 
– Tripod for wedge mounting concrete base 

Air-termination rod Concrete base Support plate

Part No. Part No. Part No.

105 425 3x 102 075 3x 102 060
105 430 3x 102 010 3x 102 050
105 435 3x 102 010 3x 102 050

Isolated Lightning Protection Self-supporting Air-termination Rods 2500 to 3500 mm 

More details in installation instructions No. 1712
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Part No.                                                                                   105 425                                   105 430                                   105 435
Height                                                                                               2500 mm                                     3000 mm                                     3500 mm
Length (Ø22x4)  (l1)                                                                         500 mm                                      1000 mm                                     1500 mm
Length (Ø16/10)  (l2)                                                                      2000 mm                                     2000 mm                                     2000 mm
Radius                                                                                               250 mm                                       250 mm                                       250 mm
Space required for tripod  (l x w)                                                  620x670 mm                                750x810 mm                                750x810 mm
Quantity of bases                                                                    3 blocks 8.5 kg each                     3 blocks 17 kg each                     3 blocks 17 kg each 
Material of air-termination rod                                                              Al                                                Al                                                Al
Material of tripod                                                                               St/tZn                                         St/tZn                                         St/tZn
Standard                                                                                     EN 50164-(1+2)                           EN 50164-(1+2)                           EN 50164-(1+2) 
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Self-supporting air-termination rods with hinged tripod to protect larger
roof-mounted structures, adjustable to the roof inclination up to max. 10°

The air-termination rods are dimensioned for wind velocities up to 
145 km/h (wind load zone II).

The stackable concrete base (Part No. 102 010) and the support plate
(Part No. 102 050) have to be ordered separately.

Components:
– Pipe Ø40 x 5 mm
– Tubular air-termination rod tapered Ø16/10 mm; optionally

Ø22/16/10 mm
– Double cleat for 2x Rd 8-10 mm
– Tripod for wedge mounting concrete bases

Isolated Lightning ProtectionSelf-supporting Air-termination Rods 4000 to 8500 mm
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Height up to 5500 mm

Part No.                                                                                   105 400                                   105 450                                   105 500                                   105 550
Height                                                                                               4000 mm                                     4500 mm                                     5000 mm                                     5500 mm
Length (Ø40x5)  (l1)                                                                        2000 mm                                     2000 mm                                     3000 mm                                     3000 mm
Length (Ø16/10)  (l2)                                                                      2000 mm                                           —                                           2000 mm                                           —
Length (Ø22/16/10)  (l3)                                                                       —                                           2500 mm                                           —                                           2500 mm
Radius                                                                                               560 mm                                       560 mm                                       560 mm                                       560 mm
Space required for tripod                                                             1210x1340 mm                            1210x1340 mm                            1210x1340 mm                            1210x1340 mm
Quantity of concrete bases                                                      3 blocks 17 kg each                     3 blocks 17 kg each                     6 blocks 17 kg each                     6 blocks 17 kg each 
Material of tripod                                                                               St/tZn                                         St/tZn                                         St/tZn                                         St/tZn
Material of air-termination rod                                                              Al                                                Al                                                Al                                                Al
Standard                                                                                     EN 50164-(1+2)                           EN 50164-(1+2)                           EN 50164-(1+2)                           EN 50164-(1+2) 
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More details in installation instructions No. 1436
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Isolated Lightning Protection Self-supporting Air-termination Rods 4000 to 8500 mm

Height up to 8500 mm with adjustable StSt braces Ø10 mm 

Part No.                                              105 600                         105 650                         105 700                         105 750                         105 800                         105 850
Height                                                      6000 mm                          6500 mm                          7000 mm                          7500 mm                          8000 mm                          8500 mm
Length (Ø40x5)  (l1)                               4000 mm                          4000 mm                          5000 mm                          5000 mm                          6000 mm                          6000 mm
Length (Ø16/10)  (l2)                             2000 mm                               —                               2000 mm                               —                               2000 mm                               —
Length (Ø22/16/10)  (l3)                              —                               2500 mm                               —                               2500 mm                               —                               2500 mm
Radius                                                     1435 mm                          1435 mm                          1435 mm                          1435 mm                          1435 mm                          1435 mm
Space required for tripod                    2530x2850 mm                2530x2850 mm                2530x2850 mm                2530x2850 mm                2530x2850 mm                2530x2850 mm
Quantity of concrete bases             6 blocks 17 kg each          6 blocks 17 kg each          6 blocks 17 kg each          6 blocks 17 kg each          9 blocks 17 kg each          9 blocks 17 kg each 
Material of tripod                                      St/tZn                              St/tZn                              St/tZn                              St/tZn                              St/tZn                              St/tZn
Material of air-termination rod                     Al                                     Al                                     Al                                     Al                                     Al                                     Al
Standard                                            EN 50164-(1+2)                EN 50164-(1+2)                EN 50164-(1+2)                EN 50164-(1+2)                EN 50164-(1+2)                EN 50164-(1+2) 
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Self-supporting air-termination rods with hinged tripod, to protect larger
roof-mounted structures or to be erected on a compacted ground with-
out foundation works, adjustable to the roof inclination up to max. 5° 
The air-termination rods are dimensioned for wind velocities up to 
145 km/h (wind load zone II).
The stackable concrete base (Part No. 102 010) and the support plate 
(Part No. 102 050) have to be ordered separately.

The tapered pipes will be telescoped and then screwed together.
The transport length is approx. 4500 mm. 

Components:
Aluminium pipe, tapered:
– Pipe Ø100x5 mm, length approx. 4000 mm
– Pipe Ø90x3 mm, length approx. 2000 mm
– Pipe Ø80x3 mm + Ø70x3 mm, length approx. 2000 mm each
– Optionally pipe Ø40x5 mm, length approx. 2000 mm
– Air-termination rod Al
– Double cleat for 2x Rd 8-10 mm
– Tripod for wedge mounting concrete bases including StSt braces

20x20x2 mm

Isolated Lightning ProtectionSelf-supporting Air-termination Rods 12/14 m

More details in installation instructions No.1683
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Free height 12 m

Part No. 105 912
Height 12000 mm
Air-termination rod (Ø length) 16/10-2000 mm
Radius 3000 mm
Space required for tripod 4920x5640 mm
Quantity of concrete bases 21 of 17 kg each 
Material of tripod St/tZn
Material of air-termination rod Al
Standard EN 50164-(1+2) 
Roof load approx. 460 kg
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Free height 14 m

Part No. 105 914
Height 14000 mm
Air-termination rod (Ø length) 20/10-2000 mm
Radius 3000 mm
Space required for tripod 4920x5640 mm
Quantity of concrete bases 24 of 17 kg each 
Material of tripod St/tZn
Material of air-termination rod Al
Standard EN 50164-(1+2) 
Roof load approx. 515 kg
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Thank you for reading this data sheet.

For pricing or for further information, please contact us at our UK Office, using the details 
below.

  UK Office
Keison Products,

P.O. Box 2124, Chelmsford, Essex, CM1 3UP, England.
Tel: +44 (0)330 088 0560
Fax: +44 (0)1245 808399

Email: sales@keison.co.uk

Please note - Product designs and specifications are subject to change without notice. The user is responsible for determining the 
suitability of this product.

mailto:info@keison.co.uk
http://www.keison.co.uk



