





COPYRIGHT

COPYRIGHT

This User Handbook is copyright of Gas Measurement Instruments Ltd (GMI) and
the information contained within is for use only with the Gasurveyor 500 series of
instruments. Reproduction, in whole or in part, including utilisation in machines
capable of reproduction or retrieval without written permission of Gas Measurement
Instruments Ltd is prohibited. Reverse engineering is not permitted.

LIABILITY

Every care has been taken in the preparation of this document, but GMI Ltd do not
accept any responsibility for errors or omissions and their consequences. Information
in this document is subject to change without notice. This document does not constitute
a specification or basis for a contract. Your statutory rights under law are not affected.

MODIFICATION NOTICES

GMI aim to notify customers of relevant changes in the product operation and maintain
this manual up to date. In view of the policy of continuous product improvement there
may be operational differences between the latest product and this manual.

This Handbook is an important part of the Gasurveyor 500 product. Please note the
following points:

. It should be kept with the instrument for the life of the product.
. Amendments should be attached.

. This Handbook should be passed on to any subsequent owner/user of the
instrument.

. Although every care is taken in the preparation of this Handbook it does not
constitute a specification for the instrument.

SOFTWARE

Software supplied on EPROM or similar device for use in a particular product, may
only be used in that product and may not be copied without the written permission of
Gas Measurement Instruments Ltd. Reproduction or disassembly of such embodied
programmes or algorithms is prohibited. Ownership of such software is not
transferable and GMI Ltd does not warrant that the operation of the software will be
error free or that the software will meet the customer’s requirements.

DISPOSAL ADVICE

When no longer in use, dispose of the instrument carefully and with respect for the
environment. GMI will dispose of the instrument without charge if returned to the
factory.
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SAFETY

. The instrument must be regularly serviced and calibrated by fully trained
personnel in a safe area.

. Batteries: Alkaline batteries or *Rechargeable battery pack must be exchanged
(*and recharged) in a safe area and fitted correctly before use.
Never use damaged batteries or expose to extreme heat.
See Section 4 : OPERATOR MAINTENANCE.

. Only GMI replacement parts should be used.

. If the instrument detects gas, follow your own organisation’s procedures and
operational guidelines.

. The combustion chamber is a flameproof assembly and must not be opened in
the presence of a flammable atmosphere.

. Gasurveyor 500 series instruments are certified as EEx iad [IC T4

(-209C< Tamb < 50°C). BASO1ATEX2292 @ @ 112G.
355147
‘}'@“° UL Class 1 Groups A, B, C and D

. This equipment is designed and manufactured to protect against other hazards
as defined in paragraph 1.2.7 of Annex Il of the ATEX Directive 94/9/EC.

Any right of claim relating to product liability or consequential damage to any third party
against GMI is removed if the warnings are not observed.

AREAS OF USE

Exposure to certain chemicals can result in a loss of sensitivity of the flammable sensor.
Where such environments are known or suspected it is recommended that more frequent
response checks are carried out. The chemical compounds that can cause loss of
sensitivity include Silicones, Lead, Halogens and Sulphur. Do not use instrument in
potentially hazardous atmospheres containing greater than 21% Oxygen. The enclosure
material is polypropylene and must not be exposed to environments which are liable to
result in mechanical or thermal degradation or to damage caused by contact with
aggressive substances. Additional protection may be required in environments where the
instrument enclosure is liable to damage.

STORAGE, HANDLING AND TRANSIT

The batteries in the rechargeable pack contain considerable energy and care should be
taken in their handling and disposal. Battery packs should be removed if the instrument is
stored for longer than 3 months. The instrument is designed to handle harsh environments.
The sensing elements are sealed to IP54 and the rest of the instrument to IP64. If not
subject to misuse or malicious damage, the instrument will provide many years of reliable
service. The instrument contains electrochemical sensors with a life of 2 years. Under
conditions of prolonged storage the sensors should be removed. The sensor contains
potentially corrosive liquid and care should be taken when handling or disposing of the
sensor, particularly when a leak is suspected.
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INTRODUCTION

The Gasurveyor 500 is a highly flexible, portable gas
detector which can be configured from a simple single
gas instrument, through to a sophisticated four gas multi-
tasking instrument. The instrument is designed to the latest
standards and is certified for use in Hazardous Areas.

‘GASURVEYOR 500

Figure 1-1 Gasurveyor 500 series Instrument

The Gasurveyor 500 can contain up to six gas ranges
with the following ranges being possible:

e LEL, Oto 100%

* Volume gas, 0 to 100%
¢ PPMFlammable

*« Oxygen, 0 to 25%

e Toxic range 1

e Toxic range 2












GENERAL INFORMATION

Ranges of Operation

LEL, Oto 100%

The LEL range indicates the explosibility of the flammable
gas in the sample. This is displayed as a percentage of
the lower explosive limit (LEL) of the gas.

The instrument range is displayed in the top right corner
of the display as % LEL. From 0 to 10% LEL the digital
display resolves to 0.1% LEL. From 10 to 100% LEL the
digital display resolves to 1% LEL. The analogue bar graph
follows in 4% steps. An example of the LEL display is
shown in Figure 2-1. Autoranging will automatically switch
the range to Volume Gas when 100% LEL is reached.

The detection principle for this range is a catalytic
reaction.

“LEL
SAMPLE

l_l'

20 60 80 100

O

Figure 2-1 LEL Range
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Volume Gas, 0to 100 %

This range displays the total volume of a specific flammable
gas with respect to air. The calibration gas is shown on
the service label and for the purpose of this handbook is
assumed to be methane. Instruments calibrated for
methane in air should only be used for measuring such
mixtures. To change the calibration gas, e.g. from methane
to propane, the instrument must be recalibrated by suitably
trained personnel.

On the Volume Gas range the instrument range is displayed
in the top right corner of the LCD as GAS. The digital
display resolves the signal to 1% GAS with the analogue
bar graph following in steps of 4%. Figure 2-2 shows the
Volume Gas display. The detection principle for the Volume
Gas range is thermal conductivity.

' SAMPLE

0 20 40 60 80 100

(T GRS
L

Figure 2-2 Volume Gas Range

ppm Flammable 0 — 1000 ppm

This range is used to measure very low levels of gas and
indicates the parts per million concentration of the gas in
air (1000 ppm is equivalent to 0.1% Volume Gas).

The digital display reading resolves to 5 ppm with the
analogue bargraph following in steps of 40 ppm. The ppm
range is more sensitive than LEL and Volume ranges and
takes longer to stabilise. The detection principle is a
catalytic reaction with the sensitivity of the sensors,
greatly enhanced compared to the LEL range. Digital signal
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When the instrument is switched on, the visual Geiger
indication is operational. To activate the audible Geiger

indication, press and hold Switch Four ([[EJ)).

Threshold Display Options

The ppm range will by default, if a threshold is selected,
display below the threshold as zero (0) on the screen.
The option is to display a blank screen for levels
below the threshold, as shown in Figure 2-4.

P M

SAMPLE

200 400 600 800 1000 PPM

0
1

Figure 2-4  Threshold Display Option

Oxygen, 0 - 25%

This range displays the percentage Oxygen content of
the sample. The instrument range is displayed in the top
right corner of the display as % O,. From 0 to 21% O, the
digital display resolves to 0.1% O,. From 21 to 25% O, the
digital display resolves to 1% O,. The analogue bar graph
follows in 4% steps.

The gas level is determined using an electrochemical cell,
which like toxic sensors is sensitive to pressure
transients. The oxygen cell has an expected life of two
years.
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GENERAL INFORMATION

Toxic Ranges

Two toxic ranges are possible on the Gasurveyor 500
series of instruments. The toxic ranges measure on the
ppm scale. The toxic sensors are subject to the effect of
pressure transients and should be operated at normal
atmospheric pressure conditions. The sensors have a
normal operating life of two years.

For the purposes of this manual the toxic ranges are
referred to as Toxic 1 and Toxic 2.

Alarms

The Gasurveyor 500, by default, has both audible and
visual alarms active when operating in Confined Space
Monitor Mode; see Confined Space Monitor (CSM)
Operation in Section 3. The audible alarm is rated up to 85
dB(A). The visual alarm is a red LED indicator which
protrudes from the instrument top plate, allowing viewing
from any angle above the top plate.

The instrument, by default, will have alarm levels for the
Flammable LEL, Oxygen, and Toxic gases pre-set.

The Gasurveyor 500 series has the facility to have two
(2) instantaneous alarm levels for each range in the
instrument. These are described as LOW and HIGH. By
default, only the high instantaneous is activated.

When both instantaneous alarms are set, the LOW audible
and visual alarm cycle will be activated for 0.5 seconds
on and 0.5 seconds off. The HIGH audible and visual
alarm cycle will be activated for 0.25 seconds on and
0.25 seconds off.

The option is to have all or some instantaneous alarms
deactivated.

25






GENERAL INFORMATION

The option for this is to allow the alarms to be non-
latching. These clear automatically when the gas levels
fall below the alarm limit. The audible and visual functions
can also be either ON or OFF independent of each other.

Where the instrument has an Oxygen cell fitted, it should
be noted that the instantaneous alarms are termed falling
and rising. That is, one detects dangerously low Oxygen
levels and one detects high Oxygen levels.

When an alarm limit for any gas range is exceeded the
LCD automatically displays the range in alarm. If more
than one alarm is active the highest priority alarm is
displayed. From highest to lowest the alarm priorities are
Oxygen, Volume Gas, LEL, Toxic Ranges. When a toxic
alarm is raised the priorities are: Instantaneous, Short
Term TWA (STEL), Long Term TWA (LTEL).

Geiger Indication

Where the Gasurveyor 500 has PPM Flammable range
selected then, by default, the visual Geiger indication will
be enabled. To activate the audible Geiger indication, press

and hold Switch Four (). This means that, as the gas

concentration increases, the sounder (if activated) and
the LED, pulse at an increasing rate.

Datalogging

The Gasurveyor 500 series memory can store up to 1000
logged entries which are dependent on number of Gas
ranges and duration of each ON / OFF session. The
memory will overwrite entries in the event of an overflow.
(If required, overwriting can be disabled by GMI).






GENERAL INFORMATION

Batteries

Disposable Alkaline (LR20) Dry Cell Batteries

Alkaline batteries provide approximately 15 hours
operational life at ambient temperature of 20°C (68°F).
When the batteries are low or exhausted it is necessary
to fit 4 new batteries. Do not mix old and new batteries.

An indication of the battery condition is displayed after
power on and during warm-up, with status shown as
either OK or LO. If LO condition is displayed, a maximum
battery operational life of 120 minutes remains. During
operation the ‘BAT’ alarm flag is displayed when
approximately 60 minutes of operating time remains at
normal temperature. The instrument may continue to be
used until it switches off automatically.

Rechargeable (NiCd) Battery Pack

The GMI rechargeable battery pack provides
approximately nine hours operational life, from fully
charged, at ambient temperature of 20°C (68°F). An
indication of the battery condition is displayed after power
on and during warm-up, with status shown as either OK
or LO. If LO condition is displayed, a maximum battery
operational life of 90 minutes remains. During operation
the ‘BAT’ flag is displayed when approximately 30 minutes
operating time is left at normal temperatures. The
instrument will then turn off.

There are three GMI Battery Chargers: a Standard Charger,
a Flatbed Charger and a Smart Charger. The Smart
Charger has both slow and fast charge options as well
as a serial link for communications with the instrument.
See Rechargeable Battery Pack in Section 4 OPERATOR
MAINTENANCE.
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Filters

A number of different filter types are available from GMI.
The minimum recommendation is a cotton particulate filter
and a hydrophobic filter which are incorporated in the
probe handle assembly, available as an accessory. Filters
must be checked at frequent intervals and where
appropriate changed to ensure a clean sample path. If
water is drawn into the instrument any filter which has
been contaminated must be cleaned or replaced. See Filter
Replacementin Section 4 OPERATOR MAINTENANCE.

Liquid Crystal Display (LCD)

The LCD shows the current gas readings in both analogue
and digital form together with operational and status
information. The display is protected by a toughened glass
cover. Backlighting is provided to enable the display to be
seen under low ambient light conditions.

Before Use Checks

The following checks should be carried out before using
the instrument on site:

¢ The instrument is clean and in good condition.

¢ The batteries have sufficient power left in them
for the intended use of the instrument.

* Any filters are clean and in good condition.

¢ The sample line and any other accessories are in
good condition and leak free.

¢ All gas ranges are operational and zeroed cor-
rectly.

¢ The calibration is still valid.
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OPERATING INSTRUCTIONS

Operating Modes

The Gasurveyor 500 is a dual configuration instrument. It
operates as a Confined Space Monitor (CSM) or as a
Combustible Gas Indicator (CGI) depending on the button
used to switch it on.

For Confined Space Monitor operation the instrument must

be switched on by pressing and holding Switch One (([[G)

for approximately one second. During warm-up in CSM
mode the instrument displays the preset alarm levels.

For Combustible Gas Indicator operation the instrument
must be switched on by pressing and holding Switch

Two () for approximately one second.

Figure 3-1 shows the four operating switches.

)] TGD

¥
—— GASURVEYOR 500

Figure 3-1 Instrument Front Plate
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Confined Space Monitor (CSM)
Operation

In this mode the instrument operates as a safety monitor
for use when entering confined spaces which may
contain hazardous gas mixtures (flammable, toxic and/or
asphyxiant). The instrument samples the ambient
atmosphere to which the operator is exposed and
generates alarms for low oxygen, high oxygen, high
flammable gas, high toxic gas, Short Term TWA (STEL)
and Long Term TWA (LTEL).

Switching On in CSM Mode

Pressing and holding Switch One () turns the

instrument on in CSM mode and switches on the pump.
This initiates the instrument’s warm up cycle, an example
of which is shown in Figure 3-2. The display of alarm
levels after the warm up sequence may be cancelled by
a single press of any switch.
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Calibration Date Features

At the end of warm-up and before the Gasurveyor 500
instrument is ready for measuring, the instrument will
indicate on the display when the next calibration is due.
This will be displayed as month and year, as in Figure
3-3:

CAL—=OUE

Calibration Due 1 m —'
_ (Alternate flash)

February 2002 (I i -

Figure 3-3 Calibration Date
The re-calibration interval pre-set for all Gasurveyor 500
instruments is twelve (12) months.

This period can be altered as an option, however, you
should ensure that the instrument is always within its
calibration period prior to use.

An option which ensures that an ‘out of calibration
instrument’ is not used, is the automatic switch-off when
overdue.

Switching Off

A double press of Switch One (@) turns the instrument
off.

Changing Gas Range

Each single press of Switch Two () changes the

range selected. The display cycles through the ranges in
the order LEL/GAS - O, — Toxic 1 — Toxic 2 — LEL/GAS,
etc.

Note: As the default, the instrument auto-ranges between
LEL and Volume Gas.
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OPERATION

Datalogging (Default)

A single press of Switch Three (|[g) initiates a manual

datalog. This is confirmed by the buzzer sounding and, if
auto datalogging is disabled, the STORE flag being
displayed for 1 second.

A double press of Switch Three () toggles automatic

datalogging on and off. When automatic datalogging is
on, the STORE flag is permanently displayed.

Cycling Through the Display Options

The Gasurveyor 500 instruments can be enabled to allow
the user to view the minimum and maximum readings for
each range during the instrument’s operation since switch
on.

The instrument automatically stores the highest and
lowest gas reading, together with STEL and LTEL (where
appropriate).

The instrument will not show Min. / Max. readings as
standard, as this requires to be pre-selected.

Table 3-4 shows the readings stored for each range.
Each press of Switch Four ([g])) scrolls through the
available readings for the current range. Pressing Switch

Two () selects the next gas range.






OPERATION

Notes on (default) CSM mode:

Alarms are always active in CSM mode.
The pump cannot be switched off in CSM mode.

In CSM mode the instrument does not switch off
automatically.

In CSM mode automatic datalogging is enabled by
default.

The PPM range is not available in CSM mode.

Summary of (default) CSM Button Operation

CSM : Double | Press and
Single Press
Mode 9 Press Hold
- Switches Off Sw:t)cnhes
Instrument
Instrument
Next Range - -
Switch 3 Toggles
Manual Data Auto Data _
Log .
Logging
Switch 4 _ Cancel _
Alarm
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Combustible Gas Indicator (CGI)
Operation

In this mode the instrument operates as a gas indicator
drawing a sample via a probe from points where gas is
suspected to be present. Alarms, by default, are disabled
in CGIl mode, as the instrument is generally used for
measuring gas levels rather than monitoring for the
presence of gas.

Switching On in CGIl Mode

Pressing and holding Switch Two ( turns the
instrument on in CGI mode. This initiates the instruments
warm up cycle and switches on the pump. Figure 3-5
gives an example of the warm up cycle for a Gasurveyor
500.

All LCD segments displayed

o 20 00 e 500 10000PPM
i ETRRY ERTRY STETN NROTY AT IS

{} Instrument Software

type version
|
—_ ‘
[ I I I I
i
{} Battery status
Ok
AT Battery status is displayed as
either OK or LO at start-up.

Figure 3-5 CGI Warm Up
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OPERATION

Calibration Date Features

At the end of warm-up and before the Gasurveyor 500
instrument is ready for measuring, the instrument will
indicate on the display when the next calibration is due.
This will be displayed as month and year, as shown in
Figure 3-6:

T CRL+— OUE
Calibration Due n _l j
February 2002 I T I (Alternate flash)

Figure 3-6 Calibration Date
The re-calibration interval pre-set for all Gasurveyor 500
instruments is twelve (12) months.

This period can be altered as an option, however, you
should ensure that the instrument is always within its
calibration period prior to use.

An option which ensures that an ‘out of calibration
instrument’ is not used, is the automatic switch-off when
overdue.

This is disabled as standard.

Switching Off the Instrument Pump

A single press of Switch One () when the pump is

running turns the pump off and stops sampling. Pressing
switch one again turns the pump back on.

Switching Off

A double press of Switch One () turns the instrument
off.
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Changing Range
Each single press of Switch Two (|[8]) changes the gas

range selected. The display cycles through the available
ranges in the order PPM/LEL/GAS — O, — Toxic 1 — Toxic 2
— PPM/LEL/GAS etc.

Note: The instrument auto-ranges between ppm, LEL and
Volume Gas.

Activate the Audible Geiger Indication

(PPM range)

The audible Geiger indication can be activated by pressing
and holding Switch Four (@). A further press and hold
of Switch Four mutes the indication.

Zeroing the PPM Range

A double press of Switch Two ([[@J)) zeroes the current

range. This should be carried out in fresh air and may
take a few minutes to reach the optimum zero stability.
The display in Figure 3-7 occurs if a large adjustment is
needed to reach the zero point.

Segments rotating clockwise

Segments flash
1

l \

» oy
\/\/\/\/ 0

- SAMPLE
/ \/ \/ N/

200 400 600 800 1000 PPM

0
1

Figure 3-7 Zeroing Range
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Manual Datalogging (Default)

A single press of Switch Three () performs a manual
datalog. This is confirmed by the STORE flag being
displayed for 1 second and the buzzer sounding.

Notes on CGI mode (Default):

OPERATION

e Alarms do not operate in CGl mode.

¢ Logged readings can be stored manually in CGI

mode (using Switch 3 as described before).

¢ In CGI mode the instrument switches off automati-
cally after 30 minutes. ‘OFF’ is shown in the top
right hand corner of the display. Pressing any but-
ton cancels this automatic switch-off. The instru-
ment will then allow another 30 minutes of use.

This 30 minute period is set as a default.

The switch off time may be altered to any time
between 1 and 1000 minutes

Summary of CGI Button Operation

CGl . Double Press and
Single Press
Mode 9 Press Hold
Switch 1 | 15550es Pump | Switches Off _
On/Off Instrument
Next Range Zeroes Current Switches On
9 Range (ppm) Instrument
Switch 3 Manual Data - -
Switch 4 Activates / Mutes

Audible Geiger
Indication

3-11
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Operator Messages / Fault Flags

Various messages can appear on the LCD screen to
indicate instrument status.

‘SAMPLE’

This indicates that the pump is running and the instrument
is sampling.

‘OFF
This indicates that the instrument is about to switch off.

This command can be cancelled by a single press of any
switch.

‘SAMPLE FAULT’

This indicates a problem with the instrument’s flow due to
the sample path being blocked, water ingress, a blocked
filter or pump failure.

In CGl mode the pump stops automatically. The sample
line, filters etc. should be checked for water ingress or
blockage and Switch One should then be used to restart
the pump.

In CSM mode the instrument will alarm and the pump will
continue to run. The sample path should be checked and
Switch One pressed to clear sample fault.

‘CHECK ZERO’

This indicates that there may have been a zero shift due
to the presence of gas. Switch off the instrument and
switch on again in fresh air.

3-12



OPERATION

‘ZERO FAULT’

This indicates that the zero is outwith its calibration limits.
Switch the instrument off and then on again in fresh air. If
the fault does not clear, leave the instrument on for a
period of 30 minutes then switch off and on again. If the
fault still does not clear, return the instrument for servicing.

‘BAT’

This indicates that the batteries will soon require
replacement. At this point there will be approximately 60
minutes operation left in a set of alkaline batteries, although
this figure will vary depending on battery manufacturer,
temperature conditions, usage etc. With rechargeable
batteries the ‘BAT’ flag indicates approximately 30 minutes
operation left.

As the battery power continues to fall, the LCD flashes a
‘BAT FAULT' message. Subsequently the LCD displays
‘OFF’ and the instrument automatically switches off. The
batteries should be replaced immediately.

‘BAT FAULT’
This indicates that the batteries require replacing.

‘STORFE’

This flag is displayed when the instrument is in auto
datalogging mode and during manual datalogging (for
approximately one second duration).

‘EEEE’

‘EEEE’ is displayed if the measurement in the toxic ranges
rises above 999 (instrument over range). The ppm range
auto-ranges to LEL/Volume gas and hence does not show
this message.
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OPERATOR MAINTENANCE

Rechargeable Battery Pack

Three battery chargers are available from GMI, a Standard
Charger, a Flatbed Charger and a Smart Charger.

Standard Charger

The GMI Standard Charger takes approximately 14 hours
to charge a flat battery.

41
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Flatbed Charger

The GMI Flatbed Charger allows the Gasurveyor’s battery
pack to be charged in NORMAL mode, which takes
approximately 14 hours to charge a flat battery. The Mode
Select Switch can then be set to STAND-BY, where a
trickle charge will maintain the battery in a fully charged
state of readiness.

Smart Charger

The GMI Smart Charger provides both fast and standard
charging facilities and can charge an instrument and spare
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OPERATOR MAINTENANCE

battery pack simultaneously. Using the standard charging
option, a battery pack can be recharged in 12 hours from
a fully discharged state. Using the fast charge option a
battery pack can be 90% recharged in approximately 60
minutes and fully recharged in 120 minutes. To ensure
optimum life length, the rechargeable pack should be fully
discharged and charged on a regular basis of, at least,
every three months. The Smart Charger has the option of
switching to discharge and fast charge cycle to provide
this facility.

Replacing the Battery Pack
The following procedure should be carried out in a safe
area:

1) Loosen the two instrument base screws (4mm
hex) using the special tool provided.

2) Remove the battery pack.
3) Insert new battery pack.
4) Fasten base screws.

5) Check that instrument switches on and works to
specification.
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Recharging the Battery Pack

The battery pack should be recharged in the following
situations:

The BAT or BAT FAULT message is displayed.

The instrument will not switch on.

The pump will not switch on.

It is recommended that the battery pack is fully discharged
on a regular basis (once every three months). This can
be done by running the instrument continuously or using
the battery conditioning facility on the Smart Charger. The
batteries can be charged on the instrument but the
instrument itself should be switched off. Regular complete
discharge will keep the battery pack in good condition.

Replacing Alkaline (LR20) Dry Cell
Batteries

All four batteries should be replaced at any one time and
in a safe area. GMI only recommend the use of Energiser
or Duracell batteries.

1) Loosen the two instrument base screws (4mm
hex) using the special tool provided.
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2) Remove battery cover.
3) Remove the old batteries.

4) Check battery compartment for damage to spring
contacts or corrosion on springs.

Caution: Under no circumstances should rechargeable
batteries be fitted in place of Alkaline batteries.

5) Insert four new batteries observing correct polarity
indication in battery compartment base.

6) Replace battery cover and fasten base screws.

7) Check that the instrument switches on and works
to specification.

Filter Replacement

Hydrophobic and cotton particulate filters in the probe
handle minimise the danger of water and dust ingress.

Caution: The instrument should never be switched on
without suitable filters installed.

If a blockage occurs the ‘SAMPLE FAULT’ indicator is
displayed. Check the sample line and probe handle for
blockage. Press Switch One (([@J)) to clear the ‘SAMPLE

FAULT message. Replace the filter(s) if the message does
not clear.






CALIBRATION

The instrument has been calibrated for a particular
flammable gas mixture. Where any doubt exists the
instrument should be returned to GMI or an authorised
distributor for calibration.

Four methods of calibration are possible:

Note:

Field Calibration. See APPENDIX B, FIELD
CALIBRATION for further details.

Manual Calibration. The instrument can be linked to
a PC running GMI Manual Calibration software.

Automatic Calibration. The GMI Auto Test Calibration
System allows calibration without manually
changing gas cylinders. The system links to a PC
running GMI Workshop software.

The GMI Instrument Management System (IMS)
provides all the facilities of the Auto Test Calibration
System with the added feature of instrument
database management.

The calibration systems above (hardware and
software) are manufactured by GMI. For more
details contact GMI or an authorised distributor.


















ADDITIONAL INFORMATION

Training

Training courses are available on all our products.
Contact our Marketing Department for further details:

Tel: +44 (0) 141 812 3211
Fax: +44 (0) 141 812 7820
e-mail: sales@gmiuk.com

World Wide Web
Visit our web site at www.gmiuk.com
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TYPICAL OPERATING
PARAMETERS

Typical operating parameters are as follows:

Gas Range Resolution Zero Accuracy

Range Stability

ppm 0 to 1000 ppm 5 ppm +/- 30 ppm 5% +/- 25 ppm

LEL 0 to 10% 0.1% +/- 0.5%
10 to 100% 1% N/A 2% +/- 1% LEL

Volume 0 to 100% 1% +- 2% 1% +/- 1% Gas

Gas

Oxygen 0to21% 0.1% +/- 0.5% +/- 0.5% + 3% reading
21 to 25% 1% N/A +/- 0.5% + 3% reading

Hydrogen 0 to 200 ppm 1 ppmH,S +/-2ppm  +/-2 ppm + 10% reading
Sulphide

Carbon  0to 1000 ppm 1ppm CO  +/- 15 ppm +/-15 ppm + 5% reading
Monoxide

Notes:

All the values above are at normal temperature and pressure.

Humidity is between 0% and 95% RH (non-condensing).

Pressure changes at the inlet and exhaust are minimised as they may cause
transient changes in reading.



GASURVEYOR 500 USER HANDBOOK
Size
180mm (7.08”) x 95mm (3.74") x 105mm (4.13")

Weight
1.7kg (3.75lbs.) with alkaline batteries

Operating Temperature
-20 °C 10 50 °C (-4 °F to 122 °F)

Humidity
0-95% RH

Construction
Moulded polypropylene case protected to IP54

Display
LCD containing:

Analogue display scaled 0-10, 0-100, 0-1000 or 0-10000

4 digit digital display
3 character range indication
Operational flags

Sampling System

Integral pump with flow fail sensor. Nominal flow rate is
0.5 to 0.7 litres per minute. Typical flow fail rate is 0.1 to

0.2 litres per minute.

The sample path is protected by the hydrophobic filter
and automatic pump switch off. Automatic pump switch
off is disabled in Confined Space Monitor (CSM) Mode.

Response Time (02)

Typical Oxygen (t90) response time is 12 seconds.

This apparatus conforms to standard EN 50104.

A-2



TYPICAL OPERATING PARAMETERS

Power Source
4 ‘D’ size alkaline cells providing approximately 15 hours
runtime at 20 °C (68 °F)..

Rechargeble (NiCd) battery pack providing approximately
9 hours runtime at 20 °C (68 °F).
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¥ PUMP
— Switch1: vv EXIT
Y SPAN

¥ RANGE

Z — Switch2: vy ZERO
¥ SAVE

L RANGE zg

¥  INCREASE
QP MAN | —— Switch 3: V¥
¥ ABANDON

Wit A VY DECREASE
—— Switch4: vV
Y CALIBRATE

Uiz — g —

Figure B-1 Switch Functions

To simplify switch operation when calibrating the
instrument, an overlay card, shown in Figure B-2, is
available and can be placed over the top face of the
instrument to identify calibration switch functions.
Contact GMI for details.

-
v pume GMI GASURVEYOR 500 SERIES
vY e FIELD CALIBRATION
Y SPAN
Y RANGE
VY ZER0
Y SAvE
Y ING
jas
Y somooy  TOENTER FIELD CALIBRATION

MODE:
DOUBLE PRESS TOP BUTTON &
¥ DEC ENTER CODE WHEN "OFF" IS
hvavd DISPLAYED ON LCD
Y CAUBRATE
\

Figure B-2 Instrument Overlay Card
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In CAL mode, the instrument switches have the functions

shown in Figure B-4.

Single Press

Double Press

Press and
Hold

Toggle Pump
On/ Off

Exit CAL Mode

Enter SPAN Mode

Next Range /

Zero Current

Save CAL Data

Cal Due Date Range
Increase Exit SPAN
Set Point / Date - Without CAL
Decrease _ Exit SPAN
Set Point / Date With CAL

Figure B-4 FCM Switch Functions

Zeroing the Instrument

1) Enter FCM. See the previous section ENTERING
FCM.

2) Double press Switch Two (-) to zero the

3)

Note:

B-4

current gas range.

Press Switch Two ([[&J]) to select the next gas
range.

Each press of Switch Two ( selects the next
gas range to be zeroed until finally the Cal Due
Date is displayed. Editing the Cal Due Date feature
is explained later in this procedure.
















3) Each single press of Switch Three ([EJ)) will
increase date, and each single press of Switch

Four (([EJ)) will decrease date, until the required
Cal Due Date is displayed.

4) When required Cal Due Date is displayed, press
and hold Switch Four ([ZJ)) to exit SPAN mode.

Note: If for any reason you require to exit SPAN mode
without changing Cal Due Date, press and hold

Switch Three ((EJ)).

5) The instrument display will now show revised DUE
date alternating with CAL.

Quit And Save Changes

1) Press and hold Switch Two ([[&))]) to save CAL
data.

2) Double press Switch One () to exit FCM.
Quit Without Saving Changes

1) Double press Switch One () to exit FCM.
Note: When you exit the FCM without saving the new

CAL data, the old calibration data remains in the
instrument memory.

B-9
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QUICK OPERATING INSTRUCTIONS

The following multi-language instructions provide the user
with a quick operation guide for the . .

m Gasurveyor 500 series instrument.

Each language and pages reference is as follows:
¢ English - pages C-2 to C-5
e L'italiano (ltalian) - pages C-6 to C-9
« Espafiol (Spanish) - pages C-10 to C-13
¢ Svensk (Swedish) - pages C-14 to C-17
« Dansk (Danish) - pages C-18 to C-21
¢ Nederlands (Dutch) - pages pages C-22 to C-25

























































KL)% cAs MEASUREMENT INSTRUMENTS LTD.

Bruger muligheder

KNAP 1

KNAP 2

KNAP 3
KNAP 4

GASURVEYOR 500

Teend for CSM tilstand

Tryk og hold nede den knap 1, s& startes opvarmnings processen
og pumpen.

Teend for CGl tilstand)

_ ™ ™ 7 %
Tryk og hold nede den knap 2, s& .—' .—' .—' .—' s%@ 0@
startes opvarmnings processen og '_' '_' . '_ . '_' ST Faur
pumpen. S T PR (O R W
Under opvarmning identificeres E| E IH' v
model, serienummer, software —_— Vo
version, batteristatus, kalibrerings

maned og ar.

lr_: ED E‘ CRAL— OUE

(Alternate flash)

Herefter vil displayet begynde at vise malinger.
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GMI Service & Calibration Division:
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England, U.K.

Telephone +44 (0)1908 568867
Fax +44 (0)1908 261056
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