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H. 2-6 meter masts for sensors and data 
logger installation
These masts are suitable for ground, concrete plinths or wall installation. 
It can be useful for the installation ofmeteorological equipment (sensors, 
ELF box for data logger) and solar panels. All masts are equipped with 
grounding electric protection. When the mast is fixed on the ground, by 
a DYA021 tripod, it is always better to use tie-rods. When the DYA020 
tripod is used on a concrete plinth, it is possible to use tie rods, only 
when the mast is higher than three meters.

Order numb. DYA005 DYA006.1 DYA010.1 DYA011.1 DYA009.1 DYA008.1

Height 1,5 m 2 m 3 m 4 m 5 m 6 m

Weight (Kg) 2,1 3,8 5,5 7,3 9,6 11,5

Common features
Use Support for wind speed sensors, sensor arms and data logger

Diameter Ext. 50 mm int. 47 mm

Material Stainless steel AISI304

Fixing surface On ground, concrete plinth, wall (see ACCESSORIES)

Accessories Order numb

Basements for masts Ø 50 mm

DYA020 Tripod for masts Ø 50 mm 
Concrete plinth installation

DYA020.1 Set of n.3 anchoring bolts, Ø 12mm for fixing 
tripods DYA020 on cement plinths

DYA021 Tripod for masts Ø 50 mm 
Ground installation

Ground pickets for tripod

DYA023 Set of n. 3 pickets for DYA021

Foldable system for mast Ø 50 mm

DYA019 Joint (it should be used with tie-rods set)

Collar for jointing two masts

DYA002 Collar for jointing two masts Ø 50 mm 
(it should be used with tie-rods set)

Arm for masts installation on wall

DYA004 Arm for mast Ø 50 mm wall installation 
(one couple is required)

Tie-rods set for masts Ø 50 mm

DYA028 Set of 3 tie-rods and collar for fixing H.2-3 m pole

DYA028.1 Set of 3 tie-rods and collar for fixing H.4-6 m pole

DYA026 Sets of n.3 pickets for tie-rod fixing on the ground

10



LSI LASTEM S.r.L             20090 Settala (MI) Italy tel: +39 02 954141 fax: +39 02 95770594 e-mail: info@lsi-lastem.it  | LSI LASTEM S.r.L             20090 Settala (MI) Italy tel: +39 02 954141 fax: +39 02 95770594 e-mail: info@lsi-lastem.it  | LSI LASTEM S.r.L             20090 Settala (MI) Italy tel: +39 02 954141 fax: +39 02 95770594 e-mail: info@lsi-lastem.it  | LSI LASTEM S.r.L             20090 Settala (MI) Italy tel: +39 02 954141 fax: +39 02 95770594 e-mail: info@lsi-lastem.it  | 

www.lsi-lastem.com

M
as

ts

DYA020
Basements for masts Ø 50 mm

DYA021
Basements for masts Ø 50 mm

DYA023
Ground pickets for tripod

DYA019
Foldable system for mast Ø 50 mm

 Attachements
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DYA002
Collar for jointing two masts

DYA004
Arm for masts installation on wall

DYA028
Tie-rods set for masts Ø 50 mm

DYA026
Tie-rods set for masts Ø 50 mm

following | Attachements
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Thank you for reading this data sheet.

For pricing or for further information, please contact us at our UK Office, using the details 
below.

  UK Office
Keison Products,

P.O. Box 2124, Chelmsford, Essex, CM1 3UP, England.
Tel: +44 (0)330 088 0560
Fax: +44 (0)1245 808399

Email: sales@keison.co.uk

Please note - Product designs and specifications are subject to change without notice. The user is responsible for determining the 
suitability of this product.

mailto:info@keison.co.uk
http://www.keison.co.uk



